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F SERIES
SUBMERSIBLE SEWAGE / EFFLUENT PUMPS

PRODUCT NOMENCLATURE 
Example : F – 2 1 U

Type Discharge 
inch

HP Impeller

FEATURE
■A precision manufactured motor is achieved utilizing the 

highest standard of quality control. To ensure a 100% 
quality manufactured motor with stable characteristics 
and a highest efficiency. All rotor adopted heat treatment 
method for drive shaft assembling and stator winding 
impregnated with varnish and heat dried in industrial 
oven.

■ HCP's professional assembly line, complimented with a 
synthesized production test ensures the highest level of 
final pump quality. 

■Standard accessories include : cable with an epoxy resin 
sealed water-resistant cable base, AC thermal motor 
protector, dual mechanical seal and lip seal design.

■U type Vortex impeller or P type cutter impeller design to 
handle any wastewater or sewage application with the 
best de-watering efficiency. 

■Full product line range, providing the best service, with 
high impact resistance and light weight , for ease service 
and transportation. 

■The F-05A is an extremely practical and  low temperature 
oil filled motor and single seal design pump. 

POWER : 0.5~1HP (0.4~0.75kW)
MAX.HEAD : 14.5m (48feet)
MAX.FLOW : 0.6m³/min (36m³/h)

DPCEN5-12F-1608

 APPLICATIONS
■Drainage of sewage from the building basements, hotel 

industry, wastes water from factories.

■Drainage of sewage from industrial process factories.

■Emptying of septic tanks, cesspits and sewage pump stations.

■Pumping surface and drainage water from garages and 
sprinkler systems.
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F SERIES SUBMERSIBLE SEWAGE / EFFLUENT PUMPS
F-05A‧F-05U‧F-21U‧F-31U

Model Power
HP(kW)

Discharge
inch(mm)

Standard MAX Solid
Passage 
mm(inch)

Weight(W/O Cable) Phase 1Ø 1Ø 3Ø 3Ø 3Ø 3Ø 3Ø

m-m³/min m-m³/h m-m³/min m-m³/h 1Ø-kg(lb) 3Ø-kg(lb) Voltage 220V 230V 230V 380V 400V 415V 525V

F-05A 0.5(0.4) 2"(50) 8-0.1 8 - 6 11.5-0.24 11.5-14.4 10(3/8") 12(26) –

Full load
Ampere

3.1 3.0 – – – – –

F-05U 0.5(0.4) 2"(50) 6-0.15 6-9 9.5-0.32 9.5-19.2 35(13/8") 16(35) 15(33) 3.4 3.3 2.3 1.4 1.3 1.3 1.1

F-21U 1(0.75) 2"(50) 8-0.2 8-12 12.5-0.4 12.5-24 35(13/8") 17(37) 16(35) 5.4 5.2 3.3 2.0 1.9 1.8 1.4

F-31U 1(0.75) 3"(80) 6.5-0.3 6.5-18 12-0.6 12-36 30(11/8") 18(40) 17(37) 5.4 5.2 3.3 2.0 1.9 1.8 1.4

SPECIFICATIONS
Item Description

Limits
of Use

Liquid Temp. 0~40°C(32~104°F)

Applications General wastewater·
Sewage and Industrial water

Type

Frequency 50Hz
Motor 2P(3000rpm)·Dry Motor (F-05A:Oil Motor)

Insulation Class B
Protection IP68
Protector Auto-cut (F-05A/U 1Ø:Thermal)

Bearing Ball type
M.seal Double M.seals (F-05A:Single M.seals)

Impeller Semi-open

Material

Upper Cover FC200
Motor Frame SUS304
Shaft SUS410
M.seal CA/CE & SiC/SiC (F-05A:CA/CE)

Casing FC200
Impeller FC200 (F-05A:PA)

Cable VCT or H07RN-F or SJOW/SOW
Optional –

Model Power
HP(kW)

Discharge 
inch(mm)

Q:m³/min 0.05 0.1 0.15 0.2 0.25 0.3 0.4 0.5
Q:l/s 1 2 3 4 5 6 7 8

Q:m³/h 3 6 9 12 15 18 24 30
F-05A 0.5(0.4) 2"(50)

H:m

10.0 8.8 6.6 3.6 – – – –

H:m

9.8 8.0 4.9 – – – – –
F-05U 0.5(0.4) 2"(50) 8.1 7.0 6.0 4.7 3.3 – – – 7.8 6.7 5.2 3.6 – – – –
F-21U 1(0.75) 2"(50) 11.3 10.2 9.0 7.8 6.5 4.8 – – 11.0 9.7 8.3 6.7 4.8 – – –
F-31U 1(0.75) 3"(80) 12.2 11.3 10.5 9.6 8.6 7.5 5.2 2.6 12.0 11.0 10.0 8.8 7.5 6.1 4.6 3.1

U Type Semi-open Impeller

F-31U

F-05U·F-21U

F-05A
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F SERIES SUBMERSIBLE SEWAGE / EFFLUENT PUMPS
F-05P‧F-21P

P Type Semi-open Impeller

Model Power
HP(kW)

Discharge
inch(mm)

Standard MAX
Solid

Passage 
mm(inch)

Weight(W/O Cable) Phase 1Ø 1Ø 3Ø 3Ø 3Ø 3Ø 3Ø

m-m³/min m-m³/h m-m³/min m-m³/h 1Ø-kg(lb) 3Ø-kg(lb) Voltage 220V 230V 230V 380V 400V 415V 525V

F-05P 0.5(0.4) 2"(50) 5.5-0.2 5.5-12 10.5-0.32 10.5-19.2 22(7/8") 16(35) 15(33)
Full load
Ampere

3.4 3.3 2.3 1.4 1.3 1.3 1.1

F-21P 1(0.75) 2"(50) 9-0.2 9-12 14.5-0.4 14.5-24 26(1") 18(40) 17(37) 5.4 5.2 3.3 2.0 1.9 1.8 1.4

Model Power
HP(kW)

Discharge 
inch(mm)

Q:m³/min 0.05 0.1 0.15 0.2 0.25 0.3 0.35 0.4
Q:l/s 0.5 1 1.5 2 3 4 5 6

Q:m³/h 3 6 9 12 15 18 21 24

F-05P 0.5(0.4) 2"(50)
H:m

9.2 7.8 6.6 5.3 3.8 2.3 – –
H:m

9.6 8.9 8.2 7.4 5.8 4.1 2.3  –

F-21P 1(0.75) 2"(50) 13.4 12.2 11.0 9.8 8.4 7.0 5.4 3.9 13.9 13.2 12.5 11.8 10.3 8.6 7.0 5.1

F-05P·F-21P
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SPECIFICATIONS
Item Description

Limits
of Use

Liquid Temp. 0~40°C(32~104°F)

Applications General wastewater·
Sewage and Industrial water

Type

Frequency 50Hz
Motor 2P(3000rpm)·Dry Motor
Insulation Class B
Protection IP68
Protector Auto-cut (F-05P 1Ø:Thermal)

Bearing Ball type
M.seal Double M.seals
Impeller Semi-open

Material

Upper Cover FC200
Motor Frame SUS304
Shaft SUS410
M.seal CA/CE & SiC/SiC
Casing FC200
Impeller FC200
Cable VCT or H07RN-F or SJOW/SOW
Optional –



12 - 4

PC-M-E5-F05A1FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.4 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 3.1 A 3.0 A 2.9 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

m3/min0.1

rpm2

B

2780
CAPACITOR START

HCP PUMP MANUFACTURER CO.,LTD.

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-05A

REFERENCE SPECIFICATION

8
0.5
2

kWHP

HCP PUMP

inch
50

mm

0

10

20

30

40

50

60

70

80

90

100

0

2

4

6

8

10

12

14
0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 0.18 0.2 0.22 0.24

EF
F.

H
EA

D

%

0

0.2

0.4

0.6

0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 0.18 0.2 0.22 0.24

O
U

TP
U

T

CAPACITY 

kW

m

HEAD

0 1 2 3 4

0 2 4 6 8 10 12 14

l/s

m3/h

m3/min

m3/min

EFF.



12 - 5

PC-M-E5-F05U1FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.4 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 3.4 A 3.3 A 3.2 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

HCP PUMP MANUFACTURER CO.,LTD.

m3/min0.15

rpm2

B

2780
CAPACITOR START

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-05U

REFERENCE SPECIFICATION

6
0.5
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PC-M-E5-F05U3FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.4 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 3 Ø 230 V 380 V 400 V 415 V 525 V Ø V
RATED CURRENT 2.3 A 1.4 A 1.3 A 1.3 A 1.1 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

DIRECT
B

6
0.15 m3/min

2 2780 rpm

50 Hz
2 inch mm

0.5 HP kW

HCP PUMP MANUFACTURER CO.,LTD.

HCP PUMP
PUMP PERFORMANCE CURVES

MODEL
F-05U DATE:

STANDARD SPECIFICATION REFERENCE SPECIFICATION
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PC-M-E5-F21U1FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 5.4 A 5.2 A 5.0 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

m3/min0.2

rpm2

B

2800
CAPACITOR START

HCP PUMP MANUFACTURER CO.,LTD.

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-21U

REFERENCE SPECIFICATION

8
1
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kWHP

HCP PUMP

inch
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PC-M-E5-F21U3FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 3 Ø 230 V 380 V 400 V 415 V 525 V Ø V
RATED CURRENT 3.3 A 2.0 A 1.9 A 1.8 A 1.4 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

HCP PUMP MANUFACTURER CO.,LTD.

DIRECT
B

8
0.2 m3/min

2 2800 rpm

50 Hz
2 inch mm
1 HP kW

HCP PUMP
PUMP PERFORMANCE CURVES

MODEL
F-21U DATE:

STANDARD SPECIFICATION REFERENCE SPECIFICATION
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PC-M-E5-F31U1FILE NO

FREQUENCY
DISCHARGE / 80
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 5.4 A 5.2 A 5.0 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

6.5
1
3

kWHP

HCP PUMP

inch
50

mm

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-31U

REFERENCE SPECIFICATION

HCP PUMP MANUFACTURER CO.,LTD.

m3/min0.3

rpm2

B

2850
CAPACITOR START
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PC-M-E5-F31U3FILE NO

FREQUENCY
DISCHARGE / 80
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 3 Ø 230 V 380 V 400 V 415 V 525 V Ø V
RATED CURRENT 3.3 A 2.0 A 1.9 A 1.8 A 1.4 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

HCP PUMP MANUFACTURER CO.,LTD.

DIRECT
B

6.5
0.3 m3/min

2 2850 rpm

50 Hz
3 inch mm
1 HP kW

HCP PUMP
PUMP PERFORMANCE CURVES

MODEL
F-31U DATE:

STANDARD SPECIFICATION REFERENCE SPECIFICATION
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PC-M-E5-F05P1FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.4 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 3.1 A 3.0 A 2.9 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

HCP PUMP MANUFACTURER CO.,LTD.

m3/min0.2

rpm2

B

2780
CAPACITOR SRTAR

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-05P

REFERENCE SPECIFICATION
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PC-M-E5-F05P3FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.4 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 3 Ø 230 V 380 V 400 V 415 V 525 V Ø V
RATED CURRENT 2.3 A 1.4 A 1.3 A 1.3 A 1.1 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

DIRECT
B

5.5
0.2 m3/min

2 2780 rpm

50 Hz
2 inch mm

0.5 HP kW

HCP PUMP MANUFACTURER CO.,LTD.

HCP PUMP
PUMP PERFORMANCE CURVES

MODEL
F-05P DATE:

STANDARD SPECIFICATION REFERENCE SPECIFICATION
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PC-M-E5-F21P1FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 1 Ø 220 V 230 V 240 V Ø V
RATED CURRENT 5.4 A 5.2 A 5.0 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

9
1
2

kWHP

HCP PUMP

inch
50

mm

PUMP PERFORMANCE CURVES

STANDARD SPECIFICATION
Hz

MODEL
DATE:F-21P

REFERENCE SPECIFICATION

HCP PUMP MANUFACTURER CO.,LTD.

m3/min0.2

rpm2

B

2800
CAPACITOR START
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PC-M-E5-F21P3FILE NO

FREQUENCY
DISCHARGE / 50
OUTPUT / 0.75 HP kW
HEAD m
CAPACITY
PHASE/VOLTAGE 3 Ø 230 V 380 V 400 V 415 V 525 V Ø V
RATED CURRENT 3.3 A 2.0 A 1.9 A 1.8 A 1.4 A A
POLE / rpm   P /
START METHOD
INSULATION CLASS

REMARK

HCP PUMP MANUFACTURER CO.,LTD.

DIRECT
B

9
0.2 m3/min

2 2800 rpm

50 Hz
2 inch mm
1 HP kW

HCP PUMP
PUMP PERFORMANCE CURVES

MODEL
F-21P DATE:

STANDARD SPECIFICATION REFERENCE SPECIFICATION
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